Timing Belt

— Replacement

1. Remove the wheel well splash shield.

WHEEL WELL
SPLASH SHIELD

2. Remove the power steering (P/S) pump (KQ).

remove the A/C belt.

P/S PUMP 8 x 1.25 mm

BRACKET

8x1.25 mm A/C BELT
24 N-m (2.4 kg-m, 17 Ib-ft)

@
@

3. Loosen the air conditioning (A/C) idle pulley and

24 N'm (2.4 kg-m, 17 Ib-ft)
A/C ADJUST PULLEY

P/S BELT

4. Remove the P/S bracket (KQ).
5. Loosen the alternator adjust bolt and through bolt,
then remove the belt.

ALTERNATOR

ADJUST BOLT

8x1.25 mm
24 N-m (2.4 kg-m, 17 Ib-ft)

THROUGH BOLT
10x1.25 mm

45 N'm

(4.5 kg-m, 33 lb-ft)

~ 10 x 1.25 mm
45 N-m (4.5 kg-m.
33 1b-ft)

6. After installation, adjust the tension of each belt.
See page 5-6 for alternator belt tension adjustment.
See page 5-7 for A/C compressor belt tension adjust-
ment.
See page 5-7 for P/S pump belt tension adjustment.
7. Remove the engine support bolts and nut, then
remove the side mount rubber.

10x1.25 mm

60 N-m (6.0 kg-m, 43 |b-ft)
ENGINE SIDE
MOUNT RUBBER

12x1.25 mm
60 N-m (6.0 kg-m,
43 |b-ft) ’

10x1.25 mm

55 N-m (5.5 kg-m,
40 Ib-ft)

5-24



6. Remove the timing belt upper cover.

7. Remove the valve cover.

8. Remove the special bolt, then remove crankshaft pulley.
9. Remove the timing belt lower cover.

CROWN NUT 6x1.0 mm
10. Loosen the adjust bolt, then remove the timing belt. 10 N-m (1.0 kg-m, 7 Ib-ft)

6x1.0 mm
/10 N'm (1.0 kg-m, 7 Ib-ft) WASHER AND GROMMET

UPPER COVER

LOWER COVER
Remove the four
bolts.

~———TIMING BELT
Ajustment, page 5-23

ADJUST BOLT

45 N-m

{4.5 kg-m, 33 Ib-ft)
For adjustment only;
do not remove.

6x1.0 mm
T0N‘m
(1.0 kg-m, 7 Ib-ft)

@@\XA\

CRANKSHAFT PULLEY NOTE: ReAlease the tensione
bracket with a driver.
SPECIAL WASHER Do not push the belt.
12x1.25 mm
115 N'm

{11.5 kg-m, 83 Ib-ft}

BELT TENSIONER

11. Install in the reverse order of removal; adjust the vaive timing (page 5-26).

12. Carry out timing belt tension adjustment {page 5-23}.
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