Exhaust Pipe and Muffler

’— Replacement

without CATA:

MUFFLER

GASKET
Replace -
5

6 x1.0 mm -
10 N'm (1.0 kg-m, 7 |b-ft)

EX PIPE B ®‘\8x1.25mm

16 N-m (1.6 kg-m, 12 Ib-ft)

Replace
GASKET
Replace
8 x 1.25 mm
22 N'm (2.2 kg-m, 16 Ib-ft)
EX PIPE \A@
BRACKEw
__»®
GASKET TO s —
Y
Replace N -— 8 x 1.25 mm
22 N'm (2.2 kg-m, 16 Ib-ft)
Replace

Tighten the bolts of both sides
in turn more than one time.

8x1.25 mm
16 N-m (1.6 kg-m, 12 Ib-ft)
Replace

EX PIPE A
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With CATA:
MUFFLER
GASKET
Replace
6 x 1.0 mm
10 N-m (1.0 kg-m,
7 Ib-ft)
8 x 1.25 mm
10 x 1.25 mm ;2 ll\l-m (2.2 kg-m, 16 Ib-ft)
34 N-m (3.4 kg-m, eplace
25 ib-ft}
Replace
HEAT SHIELD
GASKET
Replace
CATALYTIC
CONVERTER
FUEL TANK
GASKET SHIELD
Replace
6 x1.0 mm
8 x1.25 mm 10 N-m (1.0 kg-m, 7 tb-ft}
22 N'm (2.2 kg-m, Y
16 ib-ft} o, 8x1.25 mm
éA// 22 N-m (2.2 kg-m, 16 Ib-ft}
10 x 1.25 mm 8 x 1.25 mm
39 N-m (3.9 kg-m, 16 N-m (1.6 kg-m, 12 Ib-ft)

28 ib-fi) Replace

EX PIPE EX PIPE
BRACKET BRACKET
GASKET
10y Replace
8 x 1.25 mm
16 N'm (1.6 kg-m, 12 ib-ft}
Replace /
8 x 1.25 mm O ""’/ 8 x 1.25 mm
22 N-m (2.2 kg-m, - 22 N-m (2.2 kg-m, 16 Ib-ft)
16 Ib-ft) Replace
EX PIPE A Tighten the bolts of both sides
EX PIPE A in turn more than one time.
| onl
8 x 1.25 mm (KQ model only)
:g::'f':‘) (1.6kg-m. g, 1.26 mm
gy 22 N-m (2.2 kg-m, 16 Ib-ft) 8 x1.25 mm
Replace Replace 22 N-m {2.2 kg-m, 16 Ib-ft)
Tighten the bolts of both Replace
sides in turn more than
one time.
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