Gauge Assembly

— Gauge / Indcator Location Index(With Tachometer)

- Gauge Assembly
Removal, page 16-10
Disassembly, page 16-6

D7----D14

TACHOMETER

Indicates 100 min-1 (rpm)
200 pulses per minute of
the igniter unit.

FUEL GAUGE
SPEEDMETER COOLANT TEMPERATURE
Indicates 60 km/h [mph]Jat GAUGE
637 [1,026] min-1 (rpm) of the
speedometer cable.

SPEED PULSER

Outputs 4 pulses per
speedometer cable revolution
Test, page 16-11

SPEED ALARM
BEEPER (KY model)
The beeper sounds
when the speed

is above 116 km/h
[72 mph]
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— (Without Tachometer)

+ Gauge Assembly
Removal, page 16-10
Disassembly, page 16-7

D7----D14

COOLANT TEMPERATURE

SPEEDOMETER FUEL GAUGE
Indicates 60 km/h [mph] at
637 [1,026] min-1 {rpm) of the
speedometer cable.
SPEED SENSOR
AMPLIFIER (KG model)
Outputs about 5 V when the speed

SPEED PULSER is above 60 km/h [37 mph].
Outputs 4 pulses per

speedometer cable revolution

T N
est, page 16-11 SPEED ALARM

BEEPER (KY model)
The beeper sounds
when the speed

is above 116 km/h
[72 mph].
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