Rear Suspension

Torque Specifications

SELF-LOCKING NUT

10 x 1.25 mm

30 N-m (3.0 kg-m, 22 Ib-ft)
Replace.

10 x 1.25 mm
40 N°m (4.0 kg-m, 29 Ib-ft)

6 x1.25 mm
23 N'm (2.3 kg-m, 17 Ib-ft)

10 x 1.25 mm
40 N-m (4.0 kg-m, 29 Ib-ft}

10 x 1.25 mm
55 Nm (5.5 kg-m, 40 Ib-ft)

10 x 1.256 mm
55 N-m (5.5 kg-m, 40 |b-ft)

8 x 1.25 mm
22 N-m (2.2 kg-m, 16 Ib-ft)

10 x1.25 mm

65 N-m (6.5 kg-m, 47 Ib-ft) /?

WHEEL NUT

12x 1.5 mm

110 N'm

{11.0 kg-m, 80 Ib-ft)

10 x 1.26 mm SPINDLE NUT

40 N+'m (4.0 kg-m, 29 Ib-ft) 22 x 1.5 mm
185 N°m
(18.5 kg-m, 134 Ib-ft)
Replace.
12 x 1.25 mm 10 x 1.25 mm
10 x 1.25 mm 95 N-m (9.5 kg-m, 69 |b-ft) 55 N'm (5.5 kg-m, 40 Ib-ft)

65 N-m (6.5 kg-m, 47 |b-ft)

CAUTION: The vehicle should be on the ground before any bolts or nuts connected to rubber mounts or bushings are
tightened.
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