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NOTE :

@ Refer to page 5-21 for positioning crank and pulley befor installing belt.
@ Refer to page 5-7, for alternator belt adjustment.

@ Refer to page 5-8, for A/C compressor belt adjustment.

@ Refer to page 5-9, for P/S pump belt adjustment.

@ Before removing, mark direction of rotation. CROWN NUT 6x1.0 mm

TIMING BELT WASHER and YO N'm (1.0 kg-m. 7 lb-fo
Replace every 100,000 km GROMMET
(60,000 miles) or 60 months. \ )

8x1.25 mm

38 N-m (3.8 kg-m, VALVE COVER

27 Ib-ft)

Apply lubricant. CAMSHAFT

ADJUST BOLT

45 N°m

(4.5 kg-m, 33 Ib-ft)
For adjustment only,
do not remove.

TIMING BELT

UPPER COVER BACK COVER

6x1.0 mm
10 N‘m (1.0 kg-m, 7 1b-ft)

LOWER COVER
Remove the
four boits.

6x1.0 mm
10 N°m
(1.0 kg-m, 7 Ib-ft)

Install with concave
surface facing in.

CRANKSHAFT PULLEY HOLDER ATTACHMENT
e TIMING BELT 07JAB-0010100
Install with concave PULLEY

surface facing out. HANDLE
RUBBER SEAL 07JAB-00100200

CRANKSHAFT
PULLEY

14 x 1.25 mm
165 N-m
(16.5 kg-m, 119 Ib-ft)
Apply engine oit to

the bolt threads.

SOCKET WRENCH, 17 mm
07JAA-0010100

Apply molybdenum disulfide to
mating surface of the socket
and attachment.
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